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BUCKLING OF A PRESSURIZED TOROIDAL RING
UNDER UNIFORM EXTERNAL LOADING

By George E. Weeks
Langley Research-Center

SUMMARY

A theoretical investigation of the buckling of a pressurized toroidal ring under a
uniformly distributed line load is carried out, with finite shear stiffness, extensional
stiffness, and appropriate contributions from the internal pressure taken into account.
The equations governing both in-plane and out-of-plane buckling behavior of the ring,
with direction of loading included, are derived and solved. The solutions to the buckling
equations are presented in terms of five general parameters which are functions of the
internal pressure, external load, and ring geometry.

The major results of the investigation are: (a) The magnitude of the buckling load
is very sensitive to the direction of loading during the buckling deformation and to the
ratio of cross-sectional radius to the radius of the ring; (b) the shear stiffness of the
ring wall material and internal pressure both contribute to the effective transverse shear
stiffness of the ring, which strongly influences the buckling loads.

INTRODUCTION

Expandable structures capable of being packaged into a small volume and erected
into load-carrying structures by inflation have been used for a number of space missions.
One such structure is an inflatable toroidal ring which has potential use as a stiffening
element of deployable aerospace structures; for example, it may be efficient as a stiff-
ening ring of a deployable planetary entry decelerator.

To use this ring in a practical structure, its buckling strength under compressive
loads must be determined. Investigations of the stability of rings under uniform loads
may be found in references 1, 2, and 3. These studies, however, do not account for finite
transverse shear stiffness including effects of internal pressure, which can be expected
to be important for inflatable rings.

The purpose of the present paper is to determine the buckling load of a pressurized
toroidal ring subjected to a uniformly distributed radial load, taking transverse shear
deformation into account. Since the investigations of references 1 to 3 have shown that



the direction of load during deformation can have a significant effect on the magnitude of
the resulting buckling load, three directions of load during the buckling process are con-
sidered: (a) The load remains in the same direction, (b) the load remains directed toward
the initial center of curvature, (c) the load remains normal to the deformed surface at
every point. Both in-plane and out-of-plane ring behavior are included.

SYMBOLS
A =271t
A = qr2
A* cross-sectional area of toroidal membrane perpendicular to the centroidal
axis after deformation (see fig. 3)
-}
€y local circumferential extensional strain in membrane
€q0 local shear strain in membrane
E Young's modulus
G shear modulus
I area moment of inertia of membrane
J area polar moment of inertia of membrane
K, K determinants defined by equations (44a) and (50a), respectively
My twisting moment about the centroidal axis (see fig. 1)
n integer
Ny local shear-stress resultant
p internal pressure
P internal-pressure stiffness parameter, pARZ / EI



q external uniform line load

q external load parameter, qR3/ EI

Q, Q determinants defined by equations (44c), (44d), (44e), (50c), and (50d)
T radius of cross section of toroidal membrane

R radius from origin to centroidal axis of toroidal membrane

R radius parametér defined by equation (11)

i{_— radius paraineter defined by equation (36)

s* length of centroidal axis after deformation

5" length of outer surface of deformed ring in contact with line load
S shear-stiffness parameter, AGRZ/ 2EI

t membrane wall thickness

T extensional-stiffness parameter, EAR?2 / EX

uy, ug, ug tangential, radial, and out-of-plane rigid-body translations of cross section

of ring

u, v, w tangential and normal displacements of a point in the surface of the membrane
(see fig. 1)

Vg, V3 shear forces inthe y and z directions, respectively (see fig. 1)

w work of external load

X,V, 2z rectangular Cartesian coordinates (see fig. 1)

Z, 7 determinants defined by equations (44b) and (50b), respectively

a circumferential angular coordinate of centroidal axis



B angle defined by equation (14) (see fig. 2)

B8 angle defined by equation (37) (see fig. T)

Y9 73 shear strain of cross sectionin y and z directions, respectively

T twisting-stiffness parameter, JG/EI

AR radial distance of point on deformed outer surface from corresponding point

on undeformed outer surface, under the line load

AV change in enclosed volume of membrane due to deformation
AQ net area enclosed by deformed and undeformed membrane at its outer surface
) angular coordinate of ring cross section
18] change in strain energy of deformed membrane
10} change in potential energy of internal pressure
g additional energy of the shell due to buckling
w1, Wy, Wg rotation of ring cross section in yz, Xz, and Xy planes, respectively
Subscripts:
a constant-direction loading
b radial loading
c hydrostatic loading
cr critical
ANALYSIS

A segment of a pressurized toroidal ring configuration and the coordinate systems
are shown in figure 1. The radius of the ring is R and the radius of the cross section
is r. The angular coordinates o and 6 are in the plane of the ring and in the plane
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of the ring cross section, respectively, They thus define the position of a point on the

surface of the ring. Displacements u, v,and w of points on the surface of the ring

are related to rigid-body translations of and rotations about the centroidal axis of the ring.
Translations u; of the centroidal
axis are referred to a local Carte-
sian coordinate system with its ori-
gin along the centroidal axis: uj

X is tangential to the centroidal axis;
ug and ug lie in the plane of the
ring cross section, Rigid-body
rotations wj are referred to this
same local coordinate system.
These directions are shown in
figure 2.

Certain simplifying assump-
tions have been made in this analy-
7 sis: (1) The ring is considered to
be a membrane in that the local
bending stiffness of the shell walls
is neglected, (2) the ring buckles
without localized wrinkling of the
Figure 1.- Ring-segment configuration and coordinate systems. membrane walls, (3) any Cross sec-
tion of the ring remains rigid in its
own plane so that the cross section remains circular and the resulting deformations can
be characterized by the six rigid-body motions of translation and rotation of the cross
section, (4) the rigid-body rotations are small enough for the displacements on the surface
of the toroidal ring to be represented by the vector sums of the displacements due to
translations and rotations of a cross section.

Derivation of Governing Equations

The buckling equations of the pressurized toroidal ring deforming about some pre-
stressed equilibrium configuration can be obtained from the variational equation

611y + 61ly + 8IIg - 6W = 0 (1)

where II; is the change in strain energy, 1I2 is the potential-energy change of the
internal pressure, II3 is the potential energy of the prebuckling membrane stress acting

through the buckling strain, and W is the work done by the externally applied loads
during buckling,



Local buckling displacements in terms of rigid-body motions of a cross section.-
The local displacements u, v, and w of a circular toroidal ring can be expressed in
terms of the rigid-body motions uj and wj of a cross section. These are identical to
those given in reference 4 for a circular cylindrical beam. They are

U =1uj +Twy cos § - rwg sin 9 (2a)
V =-rwj+ugcos g - ug sin 9 + %(wzz - w32)sin 6 cos 9 (2p)
W = ug sin g + ug cos 6 - %(‘*’12 + wg2cos2g +'w32sin29) (2¢)

Note that uj and w; are functions of « only.

Strain energy of the toroidal ring.- If it is assumed that the strain ep inthe ¢
direction is negligible, the strain energy II; for the toroidal membrane ring becomes

21 271
M = %S‘O S‘O (Eeol2 + Geaez)(R +r sin §)r da dg (3)

The strain displacement relations for a toroidal membrane are (ref. 5), after some
manipulation,

. _W,p+Vvceos f+wsin g 1

v 2
e + v
o R +r sin 6 2(R + r sin §)2\ '@
+ W’az +u2 - 2uw,, sin 9 - 2uv,, cos 9) (4)
u, Vyy - U COS 6
_ 0
€ =7+ e (5)

where commas denote differentiation with respect to the subscripts. Nonlinear terms
are retained in e, in order to take into account the nonlinear stretching of the ring

during buckling. However, for the theory considered here, it is adequate to include only
the linear terms in the shear-strain displacement relation.

These strains can be expressed in terms of the rigid-body rotations and translations

of a cross section of the ring by substituting equations (2) into equations (4) and (5). The
results are



&ﬁﬁﬁ)
2 2

ey = ___1..__E11' +ug + r cos e(wz' - “’1) - r sin 0(0)3' +
R+rsing

+ 1 Ez(wlv)z + (1.13')2 + u12 + u2'(u2' - 2111)
2(R + r sin 6)2

+ 21 sin f(wq'ug' + wgug' - wguy) - 2r COS f(uy' - up)(wWy' + W3)
+ r2w32sin29 + rlwg cosze(wz + 2w1') - 2r2wg sin ¢ cos 9(""2 + wl'SJ (62)

1

ea9=R+rsin9

Erwl' - (R +r sin 6)(w2 sin 6 + wg cos 0)
+ sin 0(-u3') + cos 9(u2’ - ul) - rwg 0829 + r sin § cos 9(w3ﬂ (6b)

where primes denote differentiation with respect to «. If equations (6) are substituted
into equation (3) and the result is integrated over ¢, the variation of the strain energy
My becomes (retaining all terms up to order (r/R)z):

27 up' + ug\2 we' - wy\2 wa'\2 u,' +u
_d EI\/"1 2 2 1 3 2E1 1 2
o114 _§§0 [(EA-I-__)(_—R ) +EI(———R ) +EI<R) + 2 w3’< R

R2
1\2 u,' - ug\2 Wyt + w2
+<% .3 %@2 . “i) . <% N @.)(ws ) _2_1> . GJ<_1__2>
2 "8g R 28R R R
14
GJ/, “W2 tu3
- i{—Z(wl + wz)(———R )]R da (7
where
I=qrdt J = 2713t A =271t

It should be noted that the equations here are applicable to an orthotropic material since
€p Was assumed to be zero. Therefore, to define the stiffness characteristics of the
ring, it was only necessary to define the four effective stiffness quantities EA, EI, GA,
and GJ.



Potential energy of the pressurizing gas.- The work done by the internal pressure is
the product of the pressure and the change in enclosed volume due to deformation. The
internal pressure is assumed to remain
Y constant during buckling. Since the cross
Segment of deformed Section of the ring is assumed to remain
: centroidal axis . s s
A circular and to move as a rigid body
during deformation, the change in volume
is

ds*

AV =§ A*ds* - 27RA (8)
Undeformed S*
centroidal axis

X where ds* is a differential length along
the centroidal axis of the ring after buck-
ling (see fig. 2), A™ is the area normal
to the deformed centroidal axis, and

Figure 2.- Geometry of deformation of centroidal axis of ring. —_ 9
A = gré,

The radial, tangential, and out-of-plane displacements of the centroidal axis of the
ring in terms of the rigid-body displacements are ug, uj, and -ug, respectively.

The length ds* can be expressed in the fundamental form

(ds*2'= dx2 + dy2 + dz2 (9)
where
x = R sin(a + B)
¥y = R cos(a + B) (10)
z = -ug
and |
f—{ = J(R + u2)2 +_1112 (11)

Substituting equations (10) and (11) into equation (9) gives
(ds*? = E + 28" + (B')z:,ﬁzdaz + (dﬁ)z + (du3)2

which can be written as

—\2 Ry
ds*2 = |1+ 28 + (82 + (%g- + (uRf—gﬁzdﬂ (12)



where

2
— u
R=R(1+l-ll+—-1—+. ) (13)
R 2Rr2
u u
g=tan-1 1 1 .. .. (14)

R+u2=R+u2

Expanding equation (12) and retaining up to second-order terms in the displacements gives

us' +u
ds* = é + -1 = 2, 2;2E112 + (uz')z + (u3')2 - 2u1u2j}R do (15)

To obtain the area A* normal to the deformed centroidal axis, note that the cross-
sectional area A is unchanged but is no longer perpendicular to the deformed axis at
: coordinates (ﬁ, a+8, -u3) because of the shear deforma-
tions of the ring. An illustration of this effect for only
v the shear deformation in the plane of the ring yg is
shown in figure 3.

From figure 3, the area A* can be expressed
in terms of the original area A by the equation
A*=A cos Y9, or taking into account shear deformation
both in the plane and perpendicular to the plane of the

ring leads to

A* =17 cos g COS g (16)
Figure 3.- Cross-sectional A :
lgll)lerfire andr:fstsersesch:egl:ade?;ﬁ?nation If the shear strains y9 and y3 are small,

Y, of the ring. ' .
2 2
— Y Y
A*= Al1-22__.738 ) 1
< SR 1

With ) and yg known, equations (15) and (17) can be substituted into equation (8) to
obtain the change in volume.

An expression for v9 and v3 can be found in the following manner: The local
shear-stress resultant N,y can be expressed in terms of ring shear and moment result-
ants as

M; Vycosg Vgsing
N = - L -
ad 212 R Tr (18)
where Mj is the twisting moment and Vg and Vg are the shear forces in the plane
of the ring cross section. (See fig. 1.) The energy due to shear can be written as



21 2
uv.=1 ﬂg T N p€4R(1 + r sin 9)r da dg (19)
S 2 0 0 af*of

Substituting equations (6b) and (18) into equation (19) and integrating over ¢ yields the
following result:

211 w1+ w ug' - u ug'
Us=%§o ’E\/{l_l__ﬁ_z+vz—w3+2—R——1— +V3w2+—§— R da (20)

The coefficients of V9 and Vg are the desired quantities y9 and ysg, respectively.
Hence

I s |
Y9 = w3 + R
(21)
U3'
= 4 —
Y3 = W2 R

Substituting equations (15) and (17) into (8), using equations (21), and retaining up
to quadratic terms in the displacements gives the change in volume of the ring due to
deformation as

27 _fu' +u wWalg' - Wallq ~- Uq'w Wol + Wel
AV:S“ A(1 2, “3¥2 - w3y -Ug'wy Wyt +wy
0

R R 2 (22)

With 1IIg = -p AV, the variation in the potential energy resulting from internal pressure
can be written as

27Tu1'+u2 Waly' = Waly - Ug'We  Wo2 + wo
=K | 32" 317872 22 *93 Ip 4, 23
oz = -pA 0 o( R R 2 (23)

Additional potential energy of prebuckling membrane stress.- In order to take into
account buckling behavior, the change in potential energy of the prebuckling membrane
stresses due to a uniform line load q, as they act through the nonlinear buckling displace-
ments, must be accounted for. The prebuckling membrane stress is taken to be

-qR(1 + ¢) + pA
Op = =

(24)

This membrane stress acts through the strain given by equation (6a). Hence the variation
of this energy while it acts through the buckling displacements is given by

27 P27 ‘
oIlg = 65‘0 ‘S'O OoeqTt(R + r sin 9)dg do (25)
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Substituting equation (6a) into equation (25), integrating, and retaining terms up to order
¢2 results in

— 2 2 ' t

-aR(1 A 27 ' ug')4 +u Uy'(u 2u

ollg = GR(1 + o) +p GS. 2ul +u2+( 3) 1, 2(12 1)Rdae (26)
2 0 R R2 R2

Work done by the external loads.- The toroidal ring is loaded by a uniformly distrib-
uted radial line load q acting on the outer surface of the cross section. (See fig. 4.)

The load q is initially directed toward the center, but q

during buckling it is assumed to behave in one of the fol-

lowing ways: (a) The load remains in the same direction r A
(constant-direction loading), (b) the load remains directed 3

toward the center of initial curvature (radial loading), and Ring cross section

(c) the load remains normal to the deformed surface at
every point (hydrostatic loading).

To evaluate the work done by three loading conditions, R
it is necessary to express the local displacements of a
point on the surface of the shell directly under the line load
in terms of the rigid-body motions of the cross section of
the ring. Since ¢ = 7/2 directly under the line load (see Figure 4.- Direction of external iine

load q.
fig. 4), the local displacements at the point of the load can o
be obtained from equations (2) as
\
u9=,”/2 =uq - rw3
Vo=y/2 = -Tw] - u3 (27
- r
Womn/2 = U3 - §(w12 + w32>
YA (a) For the constant-direction loading
© q (see fig. 5) the variation in the external work
NN is
NN - \ i oW, = -‘Y L ds* 6W,9=7T/2 (28)
e\t s
R+r o~ \ ™~ _* . s ps
. g j‘” where ds* is an infinitesimal length of the
: 8=11/2 outer surface of the ring directly under the
external load q. This infinitesimal length

ds* is obtained from equations (9), (10), and

Figure 5.- Geometry of constant-direction loading. (11) by using the displacements u, v.and w
’ b

11



from equations (27) in place of uj, -ug, and uy, respectively. The result is (keeping
up to first-order terms in displacements)

ul' - Rcw3' +u
R(1 + ¢)

ds* = (1 + 2>R(1 + c)da (29)

and the variation in the external work becomes

27 uy' - Rews' +ug] fug cw,2
awa=-qR(1+c>§0 {E+ 1 3 2:15_2_-__1_-90,32 R do (30)

R(1 + ¢)
(b) For radial loading (fig. 6) the variation in the external work is
W, = -5 ,4ds* 6AR (31)
s

where ds* is given by equation (29) and AR is the radial distance of a point on the
outer surface of the deformed ring from the corre-

vt 0 sponding point on the undeformed outer surface.
SO Retaining up to quadratic terms in the displace-
NN N\ ¢ ments gives
\
\ \ _ 9
-, PR,
ARQ:ﬂ/Z\ —
X Substituting this expression for AR into equation (31)
Figure 6.- Two—dimension_al representation and making use of equations (27) and (29) leads to the
for geometry of radial loading, following equation for the external virtual work:
27 uq' - Recwg +u u
6Wp = -qR(1 + c)S‘ E+ 1 3 2 5{~2 - -c-(wlz + w32)
0 R(1 + c) R 2 ,
1-c+c2...F112"'u32 2¢ 2
+ - &C - 2 2
3 " RT R (u1w3 u3w1) +c (w3 + Wy ) R do (33)
(c) For the hydrostatic loading, the variation in the external work is
W, = -q 6AQ (34)

where AQ is the net area enclosed by the deformed and undeformed ring surface at its
outer extremity. (See fig. 7. Here, the area enclosed by the undeformed ring surface at

12



its outer extremity is #(R + r)z.) For simplicity the out-of-plane contribution to this

work term will not be considered, so that it is only necessary to consider the two-

dimensional deformations shown in figure 7. Hence, the resulting buckling loads for the
hydrostatic loading will be applicable only for in-plane

Y q | behavior. From figure 7 is seen that AQ can be
N represented by the equation
N 27 =2 d—
A\
> \ q AQ =1 [R (1 + —Bﬂda (35)
Rer 2Jg L da
\
_ \ where
AP ‘ R=R+r)l+ Y40 (36)
=R + +
R+T 2R +r)2
. f=1/2
> X and
Figure 7.- Two-dimensional representations a = < u ) (37)
for geometry of hydrostatic loading. Dis- R+r+w
placements are evaluated at 9 = /2, 9=1r/ 2

Substitution of equations (36) and (37) into equation (35) results in

27 A
AQ = %(R + r)z‘gv [;—I—(u' +2w) + ;—-(uz + W2 +u'w - uw')j] da (38)
0 R+r (R + 1)2 9=1/2

After substitution of equation (38) into equation (34) and making use of equations (27), the
variation in the work of the hydrostatic line load q is

271 _{fuqs' + 2u 2
6We = -qR(1 + ¢)5 S‘O %KI—R}— - cwg' - cw;2 - cw32> s1l-c ;g . ‘(u12 + ug?2

+ R2c2w32 - 2Rcujwg +uj'ug - uquy' - Reugwg' + Rcuz'w3)]R do (39)

Buckling equations.- The buckling equations are now obtained by substituting equa-
tions (7), (23), (26), (30), (33), and (39) into equation (1), taking the indicated variation,
and integrating by parts where necessary. Equating the coefficients of the arbitrary
variations buy, Oug, Owg, 6wy, Owg, and oug separately to zero yields

-(T + 1)(u1" + ug') +(P + S)(Rw3 +uj - uz') - Rwg' - q(1 + c)(u1 - uz')

+ E(ul - ch3) + G(ul - uy' - ch3) =0 (40a)
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(T + 1)(u1' + uz) +(P+ S)(Rw3' +up' - u2") + Rwg' - q(1 + c)(ul' - u2")

+q(ug’ +ug - cRwg') + qug' +ug - cRwg') +q(u’ - cRwg' + ug) =0 (40b)

-Rwg'" - (‘11" + u2') -(P+ S)(—Rw3 -uy + uz’) - chw3 - ac(ul + Rw3)

+ Ec(-Rw3 - ug + ug') =0 (40c)

w 1 u te
-R(wz' - “’1) - Rr(wl" 2 —3-—> - JcRwq - Efc(-u3 + Rwl) - GcRwy =0 (40d)

2 2R
3 wr' U3
—R(wz" - wl') + (P +S+ §I‘>(u3 + Rw2> +RT > "R 0 (40e)

—(P +S+ %I‘)(u;;" + sz') + %E(wl" + wz') +q(1 + c)ug' + q(ug + Rewy) =0 (40f)

where
a=(£3. S:A—(}iz. =.!:LR'2. =EA£2.. I‘:J.g (41)
I 2EI EI EI I

The single-underlined terms in equations (40) apply for a constant-direction load (case a),
the double-underlined terms for a radial load (case b), and the triple-underlined terms for
a hydrostatic load (case c). Note that the in-plane buckling behavior is not coupled with
out-of-plane buckling. The first three equations, (40a), (40b), and (40c), describe in-plane
buckling in terms of the in-plane variables Uy, Uy, and wg. The second three equations,
(40d), (40e), and (40f), describe out-of-plane buckling in terms of the variables ug, wi,
and wg.

Solutions of the Buckling Equations

A solution to equations (40) may be taken in the form

uy = 1‘1'1 sin no (42a)
ug = Uiy cos no - (42Db)
wg = 63 sin na (42¢c)
wy = Wy sin na (42d)

14



wg = W9 COS N (42¢)
ug = U3 sin no (42f)

where n represents the number of buckle waves and T; and @ are constants.

~ In-plane buckling.- The solution for the in-plane buckling for each of the three
loading conditions cited previously is obtained by substituting equations (42a), (42b), and
(42¢) into equations (40a), (40b), and (40c). This results in a matrix equation of the fol-
lowing form:

- @)-o ®

where
(1+T2+P+8S n(T +S + 1) + nP R(P + S) + Rn2
K] = [n(T + S+ 1) + nP T +1+n2(P +8) Rn(P + S) + Rn (442)
P+S+n2 n(P +8) +n R(P + S) + Rn2
0 .
[2] = |y (44b)
®3

and where [Q__] takes one of the following forms:

-(1 + ¢) -n(1 + c) 0

[Q]a =q| -nc -n2(1 +c¢)+1 -nRc (44c)

0 0 ~ -Re

rh—c -n(1 + ¢) -Rc—

L—Q]b =q|-nc -n2(1 +¢c) +1 -nRe (44d)
:c 0 -RcJ
r‘—c -nc -Rc—

[Q]c =q|-nc -n2(1+¢) + 1 -nRe (44e)
—-c -nc -RC_J

15



The critical load for each of the three loading conditions is obtained by setting the

determinant

]+ @]]- 0

(45)

A first-order approximation to these critical loads can be obtained by expanding the
determinant and keeping only the terms which are linear in q and c. (The results of
this procedure were found to give answers within 5 percent of those obtained from the

exact solution for ¢ =0.1).
this expansion is:

For constant-direction loading:

4

Qer =

9 4(1+c)+1+2c

1+%2c+

S+P

For radial loading:

For hydrostatic loading:
3

1+4+3c
S+P

acr =

The lowest buckling mode is for n =2 so that the result of

(46)

(47)

(48)

Out-of-plane buckling.- The out-of-plane buckling solutions for the two loading con-
ditions are obtained by substituting equations (42d), (42¢), and (42f) into equations (40d),

(40e), and (40f).

®-&)E-o

where

16

This results in equations of the form

(49)
. ’'Rn2 ]
2
Rn(zL + 1) (50a)
R(I'n2 + 1)
i




zl- 1|3, | | (50b)

b -

and where [:Q_] takes on one of the following forms:

tn2(1 +c) 0 0 )
Rl,-3| o 0 0 (50¢)
0 0 -Rc
tn2(1 +c)+1 ] Rc—
@, -1 0 0 0 (50d)
i c 0 -R%

Setting

&) - o o
leads to the buckling loads. '

As before, a first-order approximation to these critical loads can be obtained by
expanding the determinant and keeping only the terms which are linear in d and c.
Also, the lowest buckling mode is for n =2 so that the result of this expansion is

For constant-direction loading:

1.125T
= 9+ P+S

l(!I‘ 7 7 ]
4 l + §Q + 12,3 5 + 13.875¢ 0.5 .
+ 5¢ + + -+ ——-—-( +0 6250)

(52)

For radial loading:

12 4 15T

q—cr=4 4 P48 T (53)
+4c+1xdc, 12375+ 13,50 0.5 + 0.
e s 5,05+ 0.50)
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Note that in equations (46), (47), (48), (52), and (53), the internal-pressure parameter P
and shear-stiffness parameter S always appear in combination (P + S) so that the shear
stiffness is augmented by the internal pressure contribution. Thus P + S can be con-
sidered as an effective transverse shear stiffness.

DISCUSSION OF RESULTS

The results of this analysis can be compared with results obtained by other investi-
gators if the shear and extensional stiffnesses are assumed to be infinitely large and the
radius ratio c is neglected. For these cases equations (46), (47, (48), (52), and (53)
become, respectively:

qcr =4 (In-plane buckling, constant-direction loading) (54a)

qQop = 4.5 (In-plane buckling, radial loading) (54b)

q_cr =3 (In-plane buckling, hydrostatic loading) (54c)

g =2 (Out-of-plane buckling, constant-direction loading) (544d)
cro4,L

q.. = ; 121_ (Out-of-plane buckling, radial loading) (54e)

Equation (54a) agrees with results given by Ratzersdorfer (ref. 1) and equations (54d)
and (54e) agree with Timoshenko (ref. 3). Equations (54b) and (54c) agree with results

given by Boresi (ref. 2). Boresi also included the effect of ring thickness, which will be
discussed later.

The effects of finite shear stiffness with appropriate contribution of internal pres-
sure and radius ratio c¢ on the buckling load can be seen by referring to figures 8 and 9.
The results shown in these figures were obtained from the approximate equations (4e),
(47), (48), (52), and (53). However, they are quite accurate for the ranges of ring param-
eters (c, 1/T, T, 1/(S + P)) considered here.

In figure 8 the in-plane buckling load parameter Q., (obtained from eqs. (46), 4,
and (48)) is plotted against the shear-stiffness parameter 1/(S+P) for c¢ =0 and 0.1
with the extensional stiffness parameter 1/T equal to zero. It can be seen that the crit-
ical load is influenced significantly by changes in the direction of loading during deforma-
tion. It is also seen that the critical load is influenced by c¢ and that this influence is
likewise dependent on the direction of loading. For example, as ¢ increases q is
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Figure 8.- Variation of in-plane critical load parameter with effective shear-
stiffness parameter.

decreased. The influence of ring depth on the buckling load parameter shows the same
trends that were obtained by Boresi (ref. 2) for the radial and hydrostatic loading condi-
tions of a ring of rectangular cross section. However, there appears to be no literature
available for the constant-direction loading with the effects of ring depth included. Cal-
culations were also carried out for finite but realistic values of 1 /T in the range
0=1=0.01 for the constant-direction loading case (eq. (46)). Throughout this range, the
values of q_cr changed so slightly that the differences could not be plotted in figure 8.
Thus, ring extension has little influence on in-plane buckling in the n =2 mode. This
would not be the case, however, if external constraints forced buckling in a higher mode.

Note that in all cases, the critical load parameter markedly decreases with an
increase in the shear stiffness parameter 1/S + P. Furthermore, since the pressure
parameter P always appears with the shear parameter, the internal pressure will have
no effect if the shear stiffness of the membrane wall is large (S = w),

In figure 9, the out-of-plane buckling load parameter q cr (obtained from eqs. (52)
and (53)) is plotted against shear stiffness parameter 1/S+ P for c¢ =0and 0.1 with
twisting stiffness I = 1.0. It can be seen that, as in the in-plane buckling case, the
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Figure 9.- Variation of out-of-plane critical load parameter with effective
shear-stiffness parameter for T = 1.

direction of loading during deformation, as well as the value of ¢, significantly affects

the magnitude of the buckling load. In all cases the buckling load parameter decreases
with an increase in 1/S + P. Also, the out-of-plane buckling loads are lower than the
in-plane buckling loads for the same external loading conditions and geometrical proper-
ties. Note in equations (54d) and (54e) the potentially large effect of the parameter T on
out-of-plane buckling. Evidently, if I' = 1, drastic reductions in the buckling load occur.
Such low values may be possible for deployable toroidal rings constructed from single
layers of organic or metallic fabric (see, for example, ref. 6).

It is interesting to note that the in-plane and out-of-plane buckling modes are uncou-
pled. This is true because the product of inertia for the toroidal ring is zero. A conse-
gence of this uncoupling is that the twisting stiffness I does not affect in- plane buckling
and the extensional stiffness T does not influence out-of-plane buckling.

CONCLUDING REMARKS

A theoretical investigation of the buckling of a pressurized toroidal ring under a
uniformly distributed line load has been carried out, with finite shear stiffness,
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extensional stiffness, and the appropriate contributions from the internal pressure taken
into account. The equations governing both in-plane and out-of-plane buckling behavior
of the ring for three directions of loading have been derived and solved, and simple buck-
ling formulas are given,

The major results of the investigation are:

1. The magnitude of the buckling load is very sensitive to the direction of loading
during the buckling deformations, and also to the ratio of cross-sectional radius to
radius of the ring.

2. Out-of-plane buckling loads are lower than the in-plane buckling loads for the
same external loading conditions.

3. Shear stiffness of the ring wall material and internal pressure both contribute to
the effective transverse shear stiffness of the ring, which strongly influences buckling
strength.

4. The effect of extensional stiffness on the in-plane buckling load is negligible.
However, twisting may strongly influence the buckling loads. Out-of-plane buckling
behavior does not couple with in-plane buckling behavior.

Langley Research Center,
National Aeronautics and Space Administration,
Langley Station, Hampton, Va., March 3, 19617,
124-08-06-21-23.
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